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GARAGE DOORS & 



SECTIONAL DOORS FOR 

RESIDENTIAL AND COMMERCIAL APPLICATION 

ONE-PIECE DOORS FOR 
RESIDENTIAL APPLICATION 

CUSTRIM ACCESSORIES 


DOOR CORPORATION • BIRMINGHAM, MICHIGAN 

leading manufacturer of residential garage doors 































sectional . . . rugged, 



handsome, easygoing 

Just a nudge lifts this rugged, easygoing Berry 
Sectional up, over and out of the way ... slides it 
into hideaway position smoothly, quietly. What’s 
more, the door is Paintlok steel... won’t swell or 
shrink, check, peel or rust. All parts are backed by 
the industry’s only full five-year guarantee. Its 
amazingly low price . . . with all its advantages 
. . . distinguishes this sectional door from any 
other. Easy, low-cost installation makes it ideal 
both for modernization and for new construction, 
too. 



FOUR-SECTION DOOR 


gives you these exceptional features ... 



Tapered track, 
adjustable rollers 

Door closes easily . . . 
without binding or fric¬ 
tion . . . fits tightly to 
jamb when closed. 


Paintlok steel 

Zinc electroplated, 
Bonderite treated, fac¬ 
tory prime painted on 
both sides, this door 
won’t check, peel or 
rust—even in Florida 
salt air. 


Rigidized face panels 

Deep horizontal grooves 
and closely spaced verti¬ 
cal pattern create striking 
appearance . . . increase 
strength without adding 
weight... deaden sound. 


Vinyl bottom 
weatherstrip 

Made of durable, non- 
porous plastic, factory- 
installed bottom weather¬ 
strip won’t crack . . . 
won’t freeze to ice or 
snow. 


Leveling brackets 

Simple bracket adjust¬ 
ment compensates for 
variance in floor level. 



Full-width unlatching 
mechanism 

No need to squeeze be¬ 
hind the car to reach the 
inside latch! Door can 
be opened from any spot 
along its entire width. 


Two-position 
automatic latches 

Door latches automati¬ 
cally on both sides . . . 
locks even if floor level 
changes or if door is 
not fully closed. 


Metal stops 

Furnished as standard 
equipment, this side 
weatherstripping makes 
the Berry Door package 
complete—ready for in¬ 
stallation. 



Continuous hinge 


Hinges run full width of 
door . . . hold panels in 
perfect alignment at all 
times. 



Nylon sheaves 
and rollers 

Sheaves and rollers are of 
new nylon formula for 
long life, smooth, quiet 
operation. Rollers are 
locked into V-track by 
unique protective lips. 
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SPECIFICATIONS 


1. Sections are 24-gauge roll-formed zinc 
electroplated steel. End members are 16- 
gauge, die-stamped zinc electroplated 
steel, multiple welded to sections. 



2. Tracks are roll-formed of heavy gauge 
steel, phosphorized and painted with 
black enamel. 


3. Tapered vertical tracks with mounting 
brackets welded to proper position and 
die-stamped, 12-gauge steel, adjustable 
roller brackets factory-mounted on panels, 
permit perfect alignment of panels and 
snug weatherstripping without binding. 

4. Adjustable track hangers may be 
mounted anywhere on rear 18" of hori¬ 
zontal track. 

Speciflcations subject 


5. Automotive “T” type handle is center 
mounted. 

6. Two-position latches engage auto¬ 
matically whenever door is closed. 

7. Adjustable brackets on bottom section 
level panels even when floor is not level. 

8. Door panels are completely prime 
painted on both front and back. 

9. All weatherstripping furnished. Bottom 
weatherseal of flexible vinyl won’t freeze 
to ice or snow; side and top weatherseals 
of zinc electroplated steel. 

10. All bearing points factory-lubricated 
with long-life moly-grease. 

11. Cables are 7x7 preformed, corrosion 
resistant, aircraft type, A" dia. x 920 lbs. 
tensile strength for doors to lO'-O" in 
width; 3^" dia. x 1,700 lbs. tensile strength 
for doors over lO'-O" in width. 

12. Springs are oil tempered steel wire, 
with low initial tension for long life. 

to change without notice. 



FRAMING INSTRUCTIONS 

Standard head room, 9J^" . . . 
with low head room attachment, 
33^". Minimum side room, 3J^". 
Minimum center post 8" for 
multiple installations. 

Openings should be square and 
plumb to exact door size. 
“Bucks” or “Back Jambs” for 
mounting vertical tracks must 
be flat and square. 

SIZES TO FIT FINISHED OPENINGS 


S'O" X G'S" 

8'0" X 7'0" 

S'O" X S'O" 

S'O" X B'S" 

S'O" X y'O" 

g'O" X S'D" 

lO'O" X y'O" 

lO'O*' X 8'0" 

lO'O" X G'e" 

IZ'O" X 8'0'' 

U'O" X y'O" 

M'O" X y'O" 

is'O" X y'O" 

IG'O" X 6'6" 

le'O" X y'O" 

ly'O" X TO" 

WO" 

xTO" 
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lifts with a nudge 




This one-piece door is easygoing . . . 
operates smoothly, quietly. Face and 
frame are durable Paintlok steel... won’t 
swell, shrink, check, peel or rust. Like all 
Berry Doors, the Detroiter is fully guar¬ 
anteed for five years—a guarantee un¬ 
matched by any other garage door manu¬ 
facturer. And all this at a highly competi¬ 
tive price! The Detroiter installs easily, 
quickly... is ideal both for modernization 
and new construction. Window lites and t. 
trim optional. 


the Detroiter quality features 



Climate-proof weatherseal 

Steel side weather strip¬ 
ping extends from top to 
bottom. Bottom strip of 
nonporous plastic won't 
crack or freeze. 


Adjustable track hangers 

Hangers can be placed at 
any point along rear 18 " 
of track, assuring speedy 
installation, lower labor 
and material costs. 


Paintlok steel 

Face and frame are zinc 
electroplated, Bonderite 
treated, prime-painted, 
both sides ... won't check, 
peel, rust. 


Diagonal grid design 

Special frame adds rigidity ^ 
and strength . . . assures 
trouble-free service. Face 
and frame are series-weld¬ 
ed at stress points. 



Rugged lifting arm 

Arm forms box type frame 
which distributes pull of 
lifting spring over large 
bearing area ... eliminates 
binding. 


Nylon rollers, 
safety-lock track 

Rollers are of nylon for 
durability, quiet operation 
... are locked into V-track 
by unique protective lips. 


Stabilizing arms 

Arms make door extreme¬ 
ly rigid . . . end sidesway 
. . . assure longer life and 
easier operation. 


Large bearings 

Bearing runs full width of 
lifting arm . . . distributes 
load over large area . . . 
prevents binding and wear. 
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FRAMING INSTRUCTIONS 


TYPICAL HEAD 
DETAIL 



TYPICAL FRAME 
JAMB DETAIL 



Sub*Jamb Raq’d. 
Withy*'Trim 


Sub-Jamb Req'd. Fm 
Double Hardwaro 


TYPICAL MASONRY DETAIL 



Sub-Jamb Req'd. for 
Double Hardware 



Opening should be plumb and square to exact door size. Minimum 
headroom: Minimum sideroom: 1?^" for single door; 334" 

for double door. 8" minimum center post for multiple installations. 


SPECIFICATIONS 

Door panels are die-formed of zinc 
electroplated, bonderized steel —fac¬ 
tory prime painted on both sides. 
34" deep ‘‘V’’ reinforcing grooves 
run full width of each panel. Side, 
top and bottom frame members are 
234" deep, series welded to facing. 
Diamond grid back bracing and 
vertical bracing riveted to facing. 
Equipped with automotive type lock 
handle, door latches automatically 
on both sides when closed. Tough, 
quiet nylon rollers run in roll-formed 
steel track of safety-lock design. 
Box type lifting arms, full width 
bearings and patented anti-sway 
braces hold door in true arc when 
operated. 

Complete weatherstripping, vinyl 
plastic bottom weatherseal, all nails, 
bolts, screws and miscellaneous hard¬ 
ware necessary for installation fur¬ 
nished with doors. 

Specifications Subject to Change 
without notice. 


SIZES TO FIT 


THESE FINISHED OPENINGS 

7 ' 6 " X 7 ' 0 " 

15 ' 0 " X 7 ' 0 '' 

8 ' 0 " X 6 ' 6 " 

16 ' 0 " X 6 ' 6 " 

8 ' 0 " X 6 ' 8 " 

16 ' 0 " X 6 ' 8 " 

8 ' 0 " X 7 ' 0 " 

16 ' 0 " X 7 ' 0 " 

8 ' 6 " X 7 ' 0 " 

17 ' 0 " X 7 ' 0 " 

9 ' 0 " X 6 ' 6 " 

18 ' 0 " X 6 ' 6 " 

9 ' 0 " X 6 ' 8 " 

18 ' 0 " X 6 ' 8 " 

9 ' 0 " X 7 ' 0 " 

18 ' 0 " X 7 ' 0 " 


Other sizes quoted on request 



CUSTRIM MOLDING 

mounts easily, inexpensively on 
the Berry Detroiter . . . turns 
the standard door into a dis¬ 
tinctive custom model. Do it 
yourself! 
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...receding track or canopy type 
factory assembled hardware 

Factory assembled hardware and the many 
quality features of this one-piece door are the 
reasons for its popularity. It’s the easiest door 
on the market to install, and operation is 
simple, quiet, and so easy that even a child can 
open a double door. Made of Paintlok steel, 
these doors won’t swell or shrink, peel, check 
or warp. 



MANUFACTURING MATERIALS 

The face and framework of the door are made of rugged, high-grade sheet steel which is 
Electro Zinc-plated, Bonderite* Treated and factory painted. Zinc-plating guards door 
against rust. Bonderite Treatment (a chemical bath), places a phosphate airtight coating 
over the Zinc plate. The heavy prime coats of attractive gray paint, which every Berry 
Door receives at the factory, stick to this phosphate base like glue and will not chip, peel, 
or crack. 

^Product of Parker Rust-Proof Co, 

RESULT: The triple layer of Zinc, Bonderite, and Paint give you a door that is fully rust- 
resistant and will give years of trouble-free service under any climatic conditions found 
in the United States or Canada. 


EXCLUSIVE DIAGONAL GRID DESIGN 

Modern engineering practice recognizes the diagonal grid, with its two supporting Z 
members, as the strongest possible method of reinforcement. It is natural, then, that this 
design should be employed in America’s finest garage door, the new Berry All-Steel 
Garage Door. Furthermore, the diagonal grid and supporting Z members are firmly and 
forever attached to the grooved panel by ELECTRO WELDING and RIVETING. 
Multiple welds are placed at all stress points, so that every part of the new Berry Door 
helps support every other part. 

RESULT: The lightest and stiffest one-piece all-steel garage door ever offered to the 
American public. 


REVOLUTIONARY STABILIZING ARM 

On each side of the Berry Door is a Stabilizing Arm. These arms make the door so rigid 
that all sidesway has been eliminated! Furthermore—these arms are fully adjustable so 
door can be easily and quickly centered in the opening—AND . . . once centered it will 
never, never rub on the garage door jamb! 

RESULT: A steel garage door that has no sidesway . . . that’s rigid as a brick wall. . . 
that boasts a sound solid feel to it you won’t find in any other one-piece door ... regardless 
of make or price! 


EXCLUSIVE AUXILIARY LIFTING ARM —E-Z SPRING TENSION 
ADJUSTMENT This Auxiliary Lifting Arm forms a box type frame (see diagram) 
which distributes the pull of the lifting spring over a large bearing area—5 times more 
bearing area than is provided on any other garage door! This feature absolutely eliminates 
the possibility of binding at the main pivot bearing. A simple twist of a single nut on each 
side of door regulates tension of powerful lifting springs. 

RESULT: Larger pivot bearing naturally wears longer, gives smoother action, a more 
rigid door, and adds years of trouble-free operation to every Berry Door. Door tension 
can be easily adjusted by owner. 


















































specifications 

Door panels are die-formed of zinc electroplated, bonderized steel — 
factory prime-painted on both sides. deep reinforcing grooves run 
full width of panels. Side, top and bottom frame members are 2}^" 
deep, series welded to facing. Diamond grid back bracing riveted to 
facing at all contact points. 

Optional window lites are rubber mounted . . . leakproof and rattle- 
proof. 

Equipped with automotive type lock handle and solid steel latch 
rods, door latches automatically on both sides when closed. 


DOORS 


Factory assembled and greased hardware cuts installation to a mini¬ 
mum. 

Box type lifting arms, large bearings and patented anti-sway device 
holds door in true arc when operated. Tough, quiet nylon rollers run 
in roll-formed steel track of safety-lock design. 

Complete weatherstripping, vinyl plastic bottom weatherseal, 
adjustable track hangers, all nails, bolts, screws and miscellaneous 
hardware necessary for complete installation furnished with doors. 

Specifications Subject to Change without Notice, 


installation procedure 



1- Block door in center 
of opening. Allow 3^" 
clearance on top, bot¬ 
tom and both sides. 



2 . Fasten hardware to 
door and jamb. (It’s 
pre-assembled into 
right and left sections.) 



3. Swing tracks into posi¬ 
tion. Attach adjustable 
hangers to supporting 
cross members. 


"SAFETY-LOCK" V-TRACK NYLON ROLLERS ADJUSTABLE 
TRACK HANGER. Tracks are hinged to weatherstrip and are a part of the 
factory assembled hardware. This automatically places track in perfect alignment and 
top of track has overhanging lip that locks nylon roller in the track. Nylon roller as¬ 
sures quiet, easy operation. Adjustable track hanger can be placed at any point along 
rear one-third of track. Entire length of hanger strap is perforated. Can be nailed at 
any desired point. 


RESULT: Hinged tracks and adjustable track hanger make installation amazingly 
fast and simple. Nylon rollers let door operate with scarcely a whisper. 


FACTORY INSTALLED ADJUSTABLE LATCHING 
MECHANISM 

This new latch locks door on both sides and is adjustable three ways! Steel rods are 
used instead of troublesome chains or cables. Rods operate noiselessly in rubber 
grommets. Entire mechanism, except the handle, is factory installed for right hand 
operation. The lock is triple plated for lasting beauty and service. 

RESULT: Greater security and safety. Door operates more quietly. Installation is 
speeded. Steel rods will never wear out or break. 


EXCLUSIVE WEATHERSEAL SYSTEM 

New side jamb weatherstrip extends from top to bottom and is made of same heavy 
gauge metal as the track. Bottom weatherseal is fully adjustable and has a contact 
edge made of special plastic material that will not freeze to snow or ice. All doors are 
also equipped with a top weatherstrip. 

RESULT: This continuous weatherstripping seals out snow, dust, drafts and rain. 



A- Open door, connect 
springs, attach weath¬ 
erstrips. Make final 
adjustments. The job’s 
done! 



EXCLUSIVE SOUND DEADENERS 

Thick sponge rubber insulation blocks are placed at intervals between framing and 
door. These sponge rubber inserts stop sound waves from vibrating between the fram¬ 
ing and the door. Another silencing feature is the nylon roller which operates on the 
track in almost absolute silence. 


RESULT: A steel door that operates so quietly you can scarcely hear it whisper! 



DOOR CORPORATION 




































































































BERRY GARAGE DOORS 



The Home of Berry Doors 

This modern plant was designed 
for the exclusive production of 
Berry Garage Doors. Manufactur¬ 
ing and engineering facilities are 
co-ordinated under this one roof 
to bring you quality products at a 
competitive price. 

Berry Doors outsell them all be¬ 
cause they’re packed with fea¬ 
tures that mean easier installa¬ 
tion, smoother operation, mini¬ 
mum maintenance and longer 
service life. 





Berry Doors are guaranteed free of defects C,r 

in material and workmanship. This warranty 
covers all parts and components for five full 
years after original installation. 

j 
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2400 East Lincoln Road • Birmingham, Michigan 
In Canada • Berry Door Co., Ltd. • WIngham. Ontario 
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